
NRP SERIES ISSU: 2002.05.18

Part No.

   Industrial & Electrical Components

● 32.4 × 27.5 × 28mm
32.4 × 27.5 × 20.5mm (Low profile type)

● Heavy contact load
● High reliability, Long life
● Strong anti-shock and anti-vibration
● PC board mounting or direct insert mounting

CONTACT CHARACTERISTICS

 Initial breakdown voltage

  Between Coil & Contact

  Damage

  Damage

   Mechanical

   Electrical  Unit weight

ORDERING INFORMATION

e.g ① Part No. 16T= 40A version

② Contact Form: C=1C/O; A=N/O; B=N/C

NRP16T - C   - 12D - B - L- H ③ Coil Voltage: 12D=12Vdc, 220A=220VAC

① ② ③ ④ ⑤ ⑥ ④ B= Class B   F= Class F

⑤ Nil: Normally type,  L: Lower profile type

⑥ Coil Power, H=0.6W,  Nil = 0.9W (DC)

Nil = 2VA  (AC)
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 Contact Material Silver Alloy  Release Time 10ms. Max.

 Arrangement 1A / 1B / 1C  Operate Time 15ms. Max.

 Contact Resistive
≤ 50 mO

2500VAC (50Hz)for 1 min.

 Rating                NO:40A/250VAC,30VDC

Resistive  load  (cosf =1) NC:30A/250VAC,30VDC (0.9W)  Insulation Resistance Min.1000MO  (500 VDC)

 Expected life

 Max. Switching Voltage 110VDC 250VAC

 Max. Switching  Current 40A

2HP 250VAC 1.5HP 250V

1× 106 Min

1× 105Min.

 Max. Switching  Power 1100W 7200VA

 Vibration          Endurance 10 to 55 Hz ,1.5mm D.A.

 Shock:              Endurance

  Between Open  Contacts 1500VAC (50Hz)for 1 min.

P.C.B Power Relay

200m/s 11ms

≤36g

10 to 55 Hz ,1.5mm D.A.

 Humidity 40%~85%RH

-40 to +100℃   (125℃) Ambient temperature

NRP-16T



NRP-16

COIL DATA (at 20℃)

DIMENSIONS
Unit: mm

NRP16T

Page 2/3 www.nicerelay.com

N.C.

COM

N.O.

Coil Terminals
1.14*1.14

Terminals
2-0.9 dia

2-0.8*1.6
Terminals



NRP16T-xxx-L ( low profile type 2)
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Top View Bottom View

PC board pattern 
 (Bottom View)

Schematic


